
 

 
        VHT REDLINE 20R USER’S GUIDE 

 
CONTROL PANEL FEATURES 

 
1. Input Jack: This is a standard ¼” guitar input jack; it can also be used with microphones and other 
instruments and devices. 
2. Clean Volume Control: This control only functions when the Clean channels is selected. The Clean 
channel is active when the green LED is illuminated. 
3. Channel Selector Button: Push this button to switch between the Clean and Drive channels. 
4. Drive Mode Selector Button: Push this button to scroll through the four Drive modes. 
5. Drive Channel Gain Control: This control only functions when the Drive channel is selected. The Drive 
channel is active when the red LED is illuminated. 
6. Drive Channel Level Control: This control adjusts the Drive channel’s volume level; it only functions 
when the Drive channel is selected.  
7. Power Switch: This is the main power switch that turns the amplifier on or off. 
8. Low Control: This control adjusts the low frequencies; it functions with both channels. 
9. Mid Control: This control adjusts the midrange frequencies; it functions with both channels. 
10. High Control: This control adjusts the high frequencies; it functions with both channels. 
11. Reverb Control: This control adjusts the reverb level; it functions on both channels.  
12. Aux Input: This input is for mobile phones, MP3 players and other music playback devices. 
13. Footswitch Jack: This jack is for the optional VHT Redline 2-button footswitch; one button selects the 
channel and the other button scrolls through the Drive channel’s modes. 
14. Headphone Jack: This jack accepts standard ¼” headphone plugs, smaller headphone plugs can be 
accommodated with an adapter. 

 
REAR PANEL FEATURES 

 
1. Power IEC Receptacle: Use the included power cord in accordance with the AC line voltage and 
frequency ratings listed on the rear panel of the amplifier. The mains fuse is located in a small drawer inside 
the IEC receptacle; the fuse drawer can be removed with a small blade-type screwdriver. For lowest noise 
and safest operation, always provide the amplifier with proper AC grounding. 
2. Speaker Output Jack: Use this jack to connect to an external speaker; the internal speaker is 
automatically disconnected when using this jack. 
 

TECHNICAL SPECIFICATIONS 
 
Name/Model:   VHT RedLine 20R — 2-channel guitar amplifier with real spring reverb. 
Power Requirements:  120VAC, 60Hz; 220VAC/230VAC240/VAC, 50/60Hz (power  
    requirements vary with country/region).  
Maximum Output Power:  20 watts 
Speaker:   One 8” VHT special design speaker (8 ohms). 
Dimensions:    (H x W D) 12.625’’ x 12.75’’ x 8.25” (320mm x 325mm x 210mm). 
Weight:    16 pounds (7.25 kg). 
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